
PKV 

PKV 
RAL 9005, 

Eurovent

VDI 6022  

01/2020

H
YG

IE
NISCH GETESTET

VDI 6022

 – CN

 PKV

2

2.60 m

 可提供3

, RAL

PKV – 1

3000mm



01/2020 – CN

PKV

PKV PKV – 2
PKV – 3
PKV – 4
PKV – 5
PKV – 6
PKV – 7

– PKV

2.60 m
– 
– 2
– 

– 
– 2

– 

– Ø12 mm
90°

– : 1000, 1500, 2000, 2500, 3000 mm
– : 295, 455, 575 mm
– : 110, 200, 300 mm
– : 280, 440, 560 mm

– PKV-0: 
– PKV-L: 
– PKV-R-L: 

– PKV-0 ( )
 RAL 9005 70%
– PKV-L ( )
 RAL 9010 50%
– PKV-R-L ( )

RAL 9010 50%
– P1 RAL 70%
– G3 RAL 9005

70% ( PKV-0)

– 
– 

– 

– 
–  (PKV-R) 
– 
– RAL 9005

– 
RAL 9010

– Eurovent Eurovent
09.12.432

– VDI 6022

– 
– 
– VDI 6022 -

 
 

PKV – 2
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PKV – 3

PKV

, Ø12 mm,  ( 90° )  ( )
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PKV 

PKV PKV 
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PKV – 4

 [mm]

PKV-R

L 100, 1500, 2000, 2500, 3000
B 295, 455, 575
W 240, 400, 520
H 110, 200, 300

B

LN

1000 1500 2000 2500 3000
H

110 200 300 110 200 300 110 200 300 110 200 300 110 200 300

PKV-0
295 9 11 13 12 15 18 15 19 23 18 23 28 22 27 33
455 11 14 16 14 18 21 18 23 26 22 27 32 26 32 37
575 12 15 17 17 21 24 22 27 31 26 32 36 31 37 43

PKV-L
295 10 12 14 14 17 20 18 22 26 21 26 31 26 31 37
455 12 15 17 17 21 24 22 27 30 27 32 37 32 38 43
575 14 17 19 21 25 28 26 31 35 32 38 42 38 44 50

PKV-R-L
295 12 14 16 17 20 23 21 25 29 26 31 36 31 36 42
455 14 17 19 20 24 27 26 31 34 32 37 42 37 43 48
575 16 19 21 24 28 31 31 36 40 37 43 47 44 50 56
295 0.5 0.5 0.5 0.8 0.8 0.8 1.0 1.0 1.0 1.3 1.3 1.3 1.5 1.5 1.5
455 0.8 0.8 0.8 1.2 1.2 1.2 1.5 1.5 1.5 1.9 1.9 1.9 2.3 2.3 2.3
575 1.0 1.0 1.0 1.5 1.5 1.5 2.0 2.0 2.0 2.5 2.5 2.5 3.0 3.0 3.0

B + H + LN [mm]

– 2.60 m
– 
– 

– 
 

– 

– 

L B

H
60

W



PKV

tWV [C°]
 – 

tR [C°]

tAN [C°]

Qtot [W]

QW [W]

W [l/h]

W [K]

W [kPa]

RWV = tWV - tR [K]

Wm-Ref [K]

LN [mm]

90%

 – PKV

1000, 1500, 2000, 2500, 3000 mm
110, 200, 300 mm
295, 455, 575 mm
280, 440, 560 mm

 1000 W
6 bar
75 °C
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PKV

Easy Product 
Finder

 –  [W] - EN 14518
Wm-Ref W = 2 K

100 mm 200 mm 300 mm
mm W

1000

295

110 72 76 76
200 92 98 98
300 110 117 117

1500
110 120 128 128
200 162 174 175
300 203 218 219

2000
110 182 197 198
200 253 271 272
300 310 330 331

2500
110 256 274 275
200 342 364 365
300 409 433 435

3000
110 328 349 350
200 426 451 453
300 504 532 534

1000

455

110 95 108 112
200 123 142 149
300 150 178 187

1500
110 178 213 224
200 249 290 302
300 304 347 361

2000
110 291 334 347
200 377 426 441
300 442 497 513

2500
110 392 442 457
200 493 552 570
300 572 638 658

3000
110 486 544 562
200 604 674 696
300 698 777 801

1000

575

110 111 135 139
200 149 191 198
300 190 242 250

1500
110 244 300 307
200 324 384 392
300 382 446 455

2000
110 421 443 452
200 472 546 556
300 543 625 637

2500
110 498 575 585
200 610 700 713
300 697 799 813

3000
110 612 702 797
200 744 852 867
300 848 970 987
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PKV – 7

PKV

  PKV – R – L – G – W  /  2500 × 440 × 200  /  P1 – RAL  ...  /  G3  

PKV 

 
R 

 
L 

G
B 90°

W 

 [mm]
 L
1000
1500
2000
2500
3000

 [mm]
 B
295
455
575

 [mm]
 H
110
200
300

 
 RAL 9005
 /
 RAL 9010
P1 RAL…

 
 RAL 9010 50%
 RAL 9006 30%
 RAL  70%

 
G3 RAL 9005

PKV-G-W/2000×455×110

2000 mm
455 mm
110 mm

PKV-R-L-B-W/3000×575×110/P1 RAL 9016/G3

Ø12 mm 90°

3000 mm
575 mm
110 mm

P1 RAL 9016
RAL 9005
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0


